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ST600SK

FREESTANDING SKINNING MACHINE

DESCRIPTION

% Multi-use stand-alone skinning machine suitable for bone-in (whole) chicken,

= N

duck, pheasant and turkey parts. Parts smaller than a whole leg (except
turkey) are not allowed to be skinned on this type of machine. Please check
our website and product matrix on the main folder for more information.
When ordering, please provide STEEN with the electrical specifications. Also
inform us which poultry parts you would like to process including required
capacity in pieces per minute. Please also inform if your product is water or
air chilled and the time span between killing and skinning. Optimal results
occur between 2 and 4°C. In case of special requirements regarding the
product, don’t hesitate to ask our advice.
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- MHOI’Od)VHKLI,l/IOHal'IbHaFI OTAE/IbHOCTOALLaA MallnHa Ana CHATUA
l .

KOKM MOAXOAUT ANA UENON Kypuubl, YTKM, dasaHa W yacTeill WHAENKM.
KypuHble 4acTh MeHblle, Yem Lenas Hora M He paspeLlaeTcA CHUMATb
KOy Ha 3TOM TWne MaluHbl no coobpaxeHnam besonacHocTu. [na
NONYYEHUA  AONONHUTENbHOW  MHPOPMAUMK, MNOXKanyitcTa, nocetute
FEATURE DATA Hal caliT 1 nposepbTe Tabnuuy € NpUMeHAEMbIMKM NpoayKTamu. [1pu

Operators 1 3aKkase, noxanyicra, npesoctasste STEEN MHbopmaumio no tpebyemomy
3/1eKTPUYECKOMY MOAKAIOYEHNIO. TaKKe coobLMTe Ham, KaKkne YacTu NTULb

Voltage range (1) 220- 480V 50-60Hz
Bbl X0Tenn bbl 06paboTaTh, BKAOYAA HEOBXOAMMYIO NMPOU3BOAMUTENLHOCTbL
Power (1) 1,2kW/3 phase B LUTYKax B MUHYTY. MokKanyiicTa, Takxke coobLmTe Ham, eCv Ball NPOAYKT
Controls 24y OXNaXAEH BOAOW WU BO3AYXOM M MPOMEXKYTOK BpEMeHU mexy yboem u
CHATUEM KOXM. ONTUMA/bHbIE PE3Y/IbTaThl OCTUrAKOTCA NPKY Temneparype 2-
LxWxH (2) 877x711x 1017 mm 4°C. B cnyyae ocobeHHbix Tpe6oBaHMI OTHOCUTENbHO NPOoAyKTa, 0bpaTuTech
Weight (3) 150 kg K HaMm 3@ KOHCy/bTaLMen.
Working width (2) 450 mm ﬂ. Z IR L L, ST AR A, 1, IR AL . ik
Water usage (4) - *R%J:Z:ﬁﬁ/J\—J—%HiE (J(XI%K/%&I‘) %ﬁ?‘:&, iﬂﬁ_ﬁl‘fﬂ&ﬂ]mmjﬁﬁu
, ; F AN R BIR L T R 2SR ITIARS, 1% AISTEEN
Water connection 12 HIUEHURE, I A TRA A BT A A 55 LS A S b P
Air usage - [ IR 97 5 R ATV 1 7 it R AR B S RV A, SE RN 2R R TR IS

(IR ™ WL BEAE2—4° CINF, 25 B RUR BT o AR R )™ i A 5 T
TR, RN E AT E L.

Air connection -

Speed (5) +/- 30 m per minute
(1) depending on requested voltage (5) 3000cm/min - theoretical capacit
(2) 1mm = 0,03937 inches length part (cm) + 5cm 4

(3) 1kg = 2,20462 pounds
(4) spray system is optional if required
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Due to the high degree of customization possibilities, technical data of the final product may vary.
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ST600SK

FREESTANDING SKINNING MACHINE

600/VS/K104D 600/VS301 CUSTOMIZED

Spray system Skin collector with drainage Tailor-made solution

Due to the high degree of customization possibilities, technical data of the final product may vary.
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